
Copy, Print, Scan, Multifunctional document handling & A3 Fax

Digital Copy

Scanner

Printer

Super G3 Fax

Features

Max. Scan / Print Size 

Print Speed 

User Interface 

Macro Keys 

RADF / ADF 

Duplex print 

Paper Capacity 

Maximum Paper Capacity 

Memory 

Memory Backup Maximum 

Quad Access 

Ethernet 

Network Protocol 

Local Connection 

Printing Method 

Scanning Method 

Dimensions (Platen) 

 

Dimensions (ADF) 

 

Dimensions (RADF) 

 

Power 

Weight (Platen) 

Weight (ADF) 

Weight (RADF)

A3 

20 ppm 

5 line LCD 

Yes 

Option (50 sheets / A4) 

Option 

300 sheets (including 50-sheet Bypass tray) 

800 sheets (250 x 3 + 50) 

64MB (Shared) 

72 hours (after 24 hours full-charge) 

Yes 

Option (10BASE-T/100BASE-TX) 

TCP/IP 

USB2.0 

Electrophotographic method/LED 

Mono CCD 

560(W)×624(D)×426(H) mm (Standard: 2Way/1cassette) 

560(W)×624(D)×608(H) mm (Max.: 4Way/3cassette)  

560(W)×624(D)×481(H) mm (Standard: 2Way/1cassette)   

560(W)×624(D)×663(H) mm (Max.: 4Way/3cassette)  

565(W)×624(D)×489(H) mm (Standard: 2Way/1cassette)   

565(W)×624(D)×671(H) mm (Max.: 4Way/3cassette)  

220-240VAC, 50/60Hz 

29.5 kg (Standard: 2Way/1cassette, excluding consumables) 

33.5 kg (Standard: 2Way/1cassette, excluding consumables) 

35.4 kg (Standard: 2Way/1cassette, excluding consumables)

Specifications

Copier Features: 
Copy Speed 

First-copy-out Time (FCOT)* 

Warm Up Time 

Copy Quantity 

Reduction / Enlargement (Range) 

Preset 

Resolution 

Default Scan Speed 

Image Combination 

Electronic Sorting 

Criss cross Sorting 

Output Tray 

Copy Protect 

Rotate Copy 

 

Printer Features: 
Resolution 

Interface 

Operating Systems 

Duplex Print 

Electronic Sorting 

Criss cross Sorting 

Toner Saving 

 

Scanner Features: 
TWAIN Scanning 

Scanner Resolution 

Grayscale 

Interface 

 

Fax Features: 
Modem Speed 

Data Compression 

Transmission Speed 

Broadcasting 

Group Dialing 

Fax History 

Block Junk Fax 

Fax Forwarding Function 

Dial Double-push Function 

Security Reception 

Rotate Transmission / Reception 

Confirmation Report 

 

Consumables: 
Toner Set 

Drum Kit 

Developer Kit

* Using A4(LEF) document / 100% / from 1st cassette / bookscan) 
**Based on memory transmission of ITU-T Test Document 1

Options: 
Paper Tray  

Additional Memory  

PCL Printer Interface  

Network Interface  

Confirmation Stamp 

 
250 sheet Paper cassette 
256MB 
Option 
10BASE-T/100BASE-TX 
Pink (10,000 sheet) 
 

With ADF 
Paper cassette×2

With Platen 
Paper cassette×1

With RADF 
Paper cassette×3

printed in Japan  　MFX2010（1）-0912-VOX

20 ppm 
6.5 seconds 
20 seconds or less 
1-999 
25-200% (1% step) 
70%, 81%, 86%, 100%, 115%, 122%, 141% 
Scanner 600dpi / Printer 600dpi 
1.59 seconds (A4 LEF) 
2 / 4 / 8 in 1 
Yes 
Yes 
125 sheets (A4)100 sheets (A3) 
Yes 
Yes 
 
 
600dpi 
USB2.0 (Standard) /Ethernet (Optional) 
Windows 2000, XP, Server2003, Vista, Server2008 
Option 
Yes 
Yes 
Yes 
 
 
Yes 
600 / 300 / 200dpi 
256 levels 
USB2.0 (Standard) /Ethernet (Optional) 
 
 
33.6Kbps 
MH, MR, MMR, JBIG 
2 seconds** 
530 locations 
32 groups 
100 
Yes, 50 locations 
Yes 
Yes 
Yes 
Yes 
Yes 
 
 
8,000-Sheets (A4 @ 6%) 
50,000-Sheets (A4, 1-page cycle) 
50,000-Sheets (A4, 1-page cycle) 
 
 

MURATA MACHINERY, LTD.
136, Takeda-Mukaishiro-cho, Fushimi-ku, KYOTO 612-8686 JAPAN
TEL:81-75-672-8243  FAX:81-75-672-8142
http://www.muratec.co.jp

MURATA MACHINERY, LTD., DUBAI BRANCH
P.O.Box 61105 Jebel Ali Dubai UAE
TEL:971-4-8817409  FAX:971-4-8817412
http://www.muratec.net/ce/ 

MURATA MACHINERY （HONG KONG） LTD.
Unit 9-11, 5F, Telford House, 16 Wang Hoi Road, Kowloon Bay, Kowloon, 
Hong Kong, CHINA
TEL:852-2305-1491  FAX:852-2753-8997
http://www.muratec.com.hk

Caution 
for Safety

● Please read the instruction manual carefully before using the machine. 

● DO NOT use the machine in wet, humid, dusty, and/or smoky environment. 
     Such environment may cause fire, malfunction and/or electric shock.




