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NO.11 

HIGH SPEED MARKING TOOL 

Do you want to mark your work in a second?  

Our compact dot marker called High Speed Marking Tool achieves a quick and flexible marking. That marks 

letters, numbers or symbols with the help of a software. The purpose may vary - for identification, 

categorization, information sharing and so on. The job does not take minutes. 

 

 

 

 
 
Range AB 
 
Mild steel, AL, Stainless steel  
t1.0-t6.3 
 
Downward punching only 
 
The level of the punch is adjustable. 
 
M2044TS, M2048TS, M2048TG, M3058TG 
 
Note: 
Do not use the tool without a work. 
Ram setting and operation mode is exclusive. 
Additional settings are necessary to CAMPATH. 
Ask your MML contact for details. 
 

 

   



MURATA TOOL, LTD. 
881-1 Ichihashi, Kamono-cho, Minokamo-shi, Gifu 505-0056 
TEL +81-574-27-3000, FAX +81-574-27-3535, URL: http://www.muratec.jp/tool 

  

QUESTION & ANSWER 

Q: What is the difference between VULCAN and VULCAN II**? 

     

A: No shims, better nibbling, a longer service life and more. 

NO SHIMS 

The level of punch easily changeable - Just turn the tang. No shims are necessary. 

BETTER NIBBLING 

The misalignment of punch and die decreases. The punch holder and the punch is fixed by one single 

element, unlike the precedent which the two are held individually.  

BETTER SERVICE LIFE 

Through our test, VULCAN II lives 3.5 times longer than VULCAN. Plus VULCAN II has more margin to 

sharpen - 1.7 times! 

SAFETY TOOL PUNCH HOLDER 

VULCAN II --- Standard model is OK. 

VULCAN --- Shall be a special shape dedicated to Safety Tool. 

COMPATIBILITY 

VULCAN D or smaller punches could be used in VULCAN II holders with a VULCAN to VULCAN II adapter.  

**Note: VULCAN II is limited to MOTORUM, VECTRUM and M5000. 

 


